
Product data sheet
Characteristics

PDL615MBBWH
Banana Binery Post Communication Module; 10A,
12 - Black Band, White

Main
Range of product 600 Series
Product or component type Socket

Complementary
Material PC (polycarbonate)
Installation direction Vertical

Horizontal
Surface finish Gloss
Length 23 mm
Width 23 mm
Depth 11.5 mm
Rated current 10 A
Mounting mode Front
Quantity per set Set of 20
Type of packing Crate

Packing Units
Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Weight 0.02 kg
Package 1 Height 25 mm
Package 1 width 25 mm
Package 1 Length 30 mm

Offer Sustainability
Sustainable offer status Green Premium product
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REACh Regulation REACh Declaration
EU RoHS Directive Compliant

EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS declaration

Product out of China RoHS scope. Substance declaration for your information
Environmental Disclosure Product Environmental Profile
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=84837093&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=84837093&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=84837093&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=84837093&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1604002

