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Product data sheet
Characteristics

PDL56PB1GNLEGY
Push Button Switch, 1-Gang 16A, 250V, Green
Button, Grey

Main
Range of product 56 Series
Product or component
type

Push-button switch

Control type Push-button latching
Colour tint Grey

Complementary
Material PC (polycarbonate)
Surface finish Gloss
Installation direction Horizontal/vertical
Width 95 mm
Height 95 mm
Depth 20 mm
[In] rated current 16 A
[Ue] rated operational voltage 250 V
Network frequency 50 Hz
Network number of phases 1 phase
Number of gangs 1 gang
Device mounting Surface
Fixing center 84 x 84 mm
IP degree of protection IP66
Ambient air temperature for operation -40…55 °C
Cable cross section 0.75…6 mm²
Auxiliary contact composition 1 NO/NC
Quantity per set Set of 8
Type of packing Carton

Packing Units
Package 1 Weight 114.250 kg

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
EU RoHS Directive Compliant EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes

http://www.schneider-electric.com.au/sites/australia/en/products-services/green-premium/green-premium.page
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=84836581&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=84836581&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=84836581&lang=en-us
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China RoHS Regulation China RoHS Declaration
Environmental Disclosure Product Environmental Profile

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=84836581&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP120809EN

